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The energy yield delivered by different types of photovoltaic device is a key consideration in the selection
of appropriate technologies for cheap photovoltaic electricity. The different technologies currently on the
market, each have certain strengths and weaknesses when it comes to operating in different environ-
ments. There is a plethora of comparative tests on-going with sometimes contradictory results. This
paper investigates device behaviour of contrasting thin ﬁlm technologies, speciﬁcally a-Si and CIGS
derivatives, and places this analysis into context with results reported by others. Speciﬁc consideration is
given to the accuracy of module inter-comparisons, as most outdoor monitoring at this scale is conducted
to compare devices against one another. It is shown that there are ﬁve main contributors to differences in
energy delivery and the magnitude of these depends on the environments in which the devices are
operated. The paper shows that two effects, typically not considered in inter-comparisons, dominate the
reported energy delivery. Environmental inﬂuences such as light intensity, spectrum and operating
temperature introduce performance variations typically in the range of 2–7% in the course of a year.
However, most comparative tests are carried out only for short periods of time, in the order of months.
Here, the power rating is a key factor and adds uncertainty for new technologies such as thin ﬁlms often
in the range of 10–15%. This dominates inter-comparisons looking at as-new, ﬁrst-year energy yields, yet
considering the life-time energy yield it is found that ageing causes up to 25% variation between different
devices. The durability of devices and performance-maintenance is thus the most signiﬁcant factor
affecting energy delivery, a major determinant of electricity cost. The discussion is based on long-term
measurements carried out in Loughborough, UK by the Centre for Renewable Energy Systems Technology
(CREST) at Loughborough University.
& 2013 The Authors. Published by Elsevier B.V.Open access under CC BY license. 1. Introduction
The most critical factor determining the suitability of deploying
photovoltaics is the cost of energy, or service, delivered and not
the power rating of the devices. Energy is a commodity and thus
the aim is to generate electrical energy, or services, as cheaply as
possible. There are two major contributors to the ﬁnal cost of
electricity produced by a system: its speciﬁc energy yield and the
costs of purchase, operation and maintenance. This paper con-
centrates on the ﬁrst, the speciﬁc energy yield. The focus is on thin
ﬁlm technologies, namely different modules produced from amor-
phous silicon (a-Si) and Copper Indium Gallium Diselenide (CIGS),
in particular on the energy yields of these devices which are
susceptible to variations in the operating environment, have a
wider design window and less availability of ﬁeld experience data
than conventional wafer-based crystalline silicon (c-Si) devices.r B.V.
chalg).
Open access under CC BY license.There are a large number of performance studies reported, some
with the aim of understanding the behaviour of a single type of
device and some to compare the energy yields of different devices.
This paper focuses on behaviour at module level, which may be
built up to include system effects such as mismatch, interconnec-
tion and power conversion components.
PV modules are normally labelled with a power rating, which
means the power measured at standard test conditions, STC, as
deﬁned in [1]. This is called peak-power, denoted as Wp. STC
represent rather favourable operating conditions for most PV
technologies as it is an unrealistic combination of a cold module
temperature (25 1C) at a high irradiance (1000 W/m2). Different
modules, even of the same technology, generally have different
rated powers and the energy yields must be made comparable in
any inter-comparison study. This is achieved by using the speciﬁc
yield (kWh/kWp). The speciﬁc yield is a key property of PV
modules at a particular location and can be a major sales argument
for competing PV module suppliers.
Many manufacturers use energy yield measurements to show
the quality of their modules against those of competitors, see e.g.
[2]. Some organisations, e.g. Photon, provide purportedly independent
advice via the comparison of modules. There are also many 
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[3–10], which also provide data sources to compare the energy
yield of different technologies. The discussion is then often
focussed on the determination of the ‘best’ technology and
generalised claims on technologies are made as e.g. in [11].
The aim in the following is to show technology-speciﬁc differ-
ences, but does not claim to identify the ‘best’ technology or
superior devices, since this tends to be speciﬁc to each installation.
It is also shown that the differences between different devices
within any thin-ﬁlm technology group are so signiﬁcant that it is
virtually impossible to make a decision of which technology to use
in a system purely on the basis of material.
The following demonstrates the differences in long term
performance of different PV technologies, where 7 modules have
been operated for more than 5 years in the current measurement
system, with some having been operated for several years pre-
viously on another measurement system. The analysis is of the key
inﬂuences on energy delivery of these speciﬁc devices and is not
meant as a generalisation for any of the technologies in the test. In
the case of amorphous silicon devices, the device structure,
number of junctions, material of the junctions as well as manu-
facturing can impact on the energy yield signiﬁcantly [12,13].
Similar differences are seen in the case of polycrystalline thin ﬁlm
devices [14]. These issues can be due to different manufacturing
techniques or different device structures, where in the case of
CdTe, for example, different window layers can result in signiﬁ-
cantly different quantum efﬁciencies [15]. The number of design
parameters of thin ﬁlm devices is larger and the production
processes are less standardised than for c-Si, resulting in wide
variation in the speciﬁc energy yield of modules of the same
material technology.
One of the aims of this paper is to demonstrate the difference
between optimisation for high module power and high speciﬁc
yield. Optimisation for energy yield may not coincide with
optimisation for STC rated power. As an example, the performance
of a crystalline (c-Si) module is shown in Fig. 1 for a number of
locations. A c-Si example is chosen because the performance of
these devices is generally more familiar. The data used here is a
matrix measurement as speciﬁed in [16] and the energy yield is
calculated utilising an implementation of the proposed energy
rating standard [17]. The effects of doubling the series resistance0.0
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Fig. 1. Illustration of effects of temperature coefﬁcient and high series resistance on pow
Google Maps. The upper ﬁgure on the left depicts the two different temperature coefﬁ
dependence as modiﬁed by the series resistance.or halving the temperature coefﬁcient are shown. The modiﬁca-
tions are applied to the power measurement matrix and the
annual energy yield for a number of locations is calculated by
drawing on local meteorological data sets, as indicated on the map
in Fig. 1. The overlay boxes indicate the speciﬁc yields and
performance ratios for the different modules (described in the
box in the centre of the graph entitled ‘key’).
The effects of the modiﬁcations in series resistance and
temperature coefﬁcients on the speciﬁc energy yield depend on
the particular location environments and the device responses
relative to STC. A practical example of such a modiﬁcation is the
number of front contact bus bars on wafer based technologies, e.g.
changing from a two-bus bar design to a three-bus bar design for
larger cells. The sub-optimal design, i.e. the one with two bus bars
which causes a higher series resistance and thus high ohmic
losses, typically has a lower power at STC but may have a higher
speciﬁc energy yield than those with three bus bars due to
relatively higher efﬁciency at lower irradiances. This is illustrated
in Fig. 1 where the high resistance case delivers more energy for all
sites but those with the highest annual irradiation. Thus the
‘worse’ device delivers a higher speciﬁc energy in the majority of
locations. Similarly, an elevated temperature coefﬁcient will have
different effects in different locations, with relatively modest
effects in cool to temperate climates. It can be seen that in certain
environments the ranking in terms of performance ratio or speciﬁc
energy yield changes for the different series resistances assumed
or temperature coefﬁcients.
The analogous situation to the variation in series resistance for
thin ﬁlms would be for e.g. the width of a cell (see e.g. [18]) or the
change in the thickness of the transparent conducting oxide or any
other factor that affects the series resistance in the cell. The cell
geometry is crucial for thin ﬁlm devices as it can change the series
resistance and ﬁll factor signiﬁcantly [19]. The thickness (depth) of
the device affects optical absorption but also degradation. Differ-
ent window layers modify the spectral response and some devices
undergo a shunt busting treatment, where all shunt paths are
burnt out. Similarly, the temperature coefﬁcient of more tuneable
technology families such as CIGS can be inﬂuenced by the
composition ratio of indium and gallium, i.e. a change of band
gap, or simply material quality. This demonstrates the earlier point
that devices of nominally the same material can have veryer measurements and energy yield of devices. The underlying map was created in
cients used for the simulation, the lower picture depicts the underlying irradiance
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context of the operating environment, and that one should not
over-generalise for technologies. The aim in the following is thus
to derive some general factors, which excludes device speciﬁcs and
gives an estimated ranking of the importance of the different
effects on the performance, thus identifying the optimisation
potential for future devices.2. Accuracy of measurement inter-comparisons
The accuracy of a measurement campaign depends strongly on
the purpose of the experiment. It was already pointed out that
many studies are carried out to quantify environmental effects for
speciﬁc devices. In these studies only relative changes are
required, i.e. device behaviour under different conditions is nor-
malised to its own performance at STC. This has a different
accuracy as compared to an inter-comparison between different
devices. In these studies, any difference in performance between
devices must be larger than the uncertainty of the measurement in
order to be statistically meaningful and thus these boundaries are
explored before presenting the actual performance data.
Inter-comparison studies typically report kWh/kWp, some-
times with differences resolved to several decimal points, which
is on ﬁgures typically in the range of 1000 kWh/kWp. This is not
signiﬁcant, yet it is rare to ﬁnd any consideration of measurement
uncertainty which would clearly show this level of reporting.
The uncertainty in the speciﬁc energy yield is split into two parts,
the actual measurement of the energy yield and the determination
of the power rating used for the normalisation. The former are
typically in the range 1–2% [3,20,21], depending on whether the
calibrations of electronic measurements were carried out using
the same traceability chain or not. Not many uncertainty calcula-
tions to date take low signal strength into account, which
increases electrical measurement uncertainty signiﬁcantly [22]
and thus should be included.Table 1
Summary of measurement uncertainties for different ma
single junction amorphous (a-Si-s), multi-junction am
Indium Gallium Diselenide (CIGS) and Cadmium–Telluri
Material Achievable uncertainty
[%]
Calibration iss
c-Si 73 – Match of re
– Homogene
– Capacitive
a-Si-s 75–7 – Reference c
– Spectral m
– No stable r
– Material ch
– Small depe
– Some capa
a-Si-m 77–12 – As a-Si-s (p
plus
– FF of the d
CIGS 75–10 – Appropriat
– Preconditio
CdTe 75–7 – Appropriat
– PreconditioThe determination of kWp is typically carried out indoors using
solar simulator and often involves a much higher uncertainty. This
depends on the quality of the measurement system used for the
characterisation, the PV material and device structure, appropriate
reference devices and, signiﬁcantly, on the competence of the
measurement agent. A summary of the different characterisation
issues is given in Table 1. Good review articles on general measure-
ment issues have been recently published covering most of these
in depth [23,24]. The achievable uncertainty in Table 1 is estimated
based on the review articles as well as an analysis of published
round robin measurements [25,26].
These considerations mean that the speciﬁc energy yields of
thin ﬁlm devices have 5–7% uncertainty attached to them, if
carried out with the same traceability chain. However, many
inter-comparisons are conducted without measuring the power
ratings of the speciﬁc modules within the test. Then the module
selection becomes crucial [21] as well as the variability of the
modules within the supplier power bin. This can be ∼10% for thin
ﬁlm modules, although some manufacturers have tighter binning
in their production. In the case of unmeasured modules it would
be a reasonable approximation to attribute a 10–15% uncertainty in
the yield inter-comparison of modules.
The measurement uncertainty is such a key factor in any inter-
comparison [21] on system level are dominated by it [27]. In
conclusion, it should be kept in mind that the overall experimental
design and the power rating dominate the reliability of any inter-
comparison [11,21].3. Data schedule
The effects of the environment on device operation are inves-
tigated in this paper based on long termmeasurements carried out
at Loughborough University's Centre for Renewable Energy Sys-
tems Technology (CREST). The measurements were taken using
the COMS-3 (generation 3 of the CREST Outdoor Measurement
System) [28], which are based on the roof of the Sir David Daviesterials such as wafer based crystalline silicon (c-Si),
orphous silicon or micromorph (a-Si-m), Copper
de (CdTe).
ues
ference cell to different technologies
ity of light
effects of some devices
ells
atch of the speciﬁc module not known
eference cells available
anges during operation—signiﬁcant effects on QE
ndence of mismatch factor on operating voltage
citive effects
ossibly with component junction reference cells)
evice varies with simulator spectrum
e reference cells
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ning in short/long term
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Fig. 2. Some of the modules used for this report were new and
some had been operated previously for several years on the COMS-
2 measurement system located on another roof. The orientation of
the test plane was altered in the relocation and so only data from
the newer site is included here; however the point is made that
these modules had already undergone outdoor exposure.
The modules are all fully commercial, albeit some are of
relatively small size. There is not, however, any inﬂuence of this
on the long term device performance as can be seen later in the
analysis. In the following, all data are normalised to the mean
performance in 7–18 months of the measurement span used
(i.e. the time in the new measurement system and allowing for
initial stabilisation of the new modules). The data presented
contains a wafer-based poly-crystalline silicon (c-Si) device as a
reference, one single junction amorphous silicon device (a-Si-1),
one double junction amorphous silicon device (a-Si-2), one triple
junction amorphous silicon device (a-Si-3) and two Copper–
Indium, Gallium–Diselenide devices (CIGS).
Data availability for module characterisation over 5.5 years is
very high, with only short down-times in January and May 2008.
The environmental conditions seen by the modules are sum-
marised in Fig. 3, which also demonstrate the availability of data.
The rather unusually low irradiation in February 2010 is due to the
rare occurrence of the pyranometer being covered by snow. ThereFig. 2. CREST Outdoor PV
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Fig. 3. Monthly in-plane irradiance and irradiance-weighted module temperature for t
rather low seasonal variation experienced by devices in the UK.is an idiosyncratic month in June 2012, when very low irradiance
has been recorded. This month was actually one of the worst Junes
on record and thus is not a measurement issue.
The measurement plane experiences maximum short-term
irradiances above 1200 W/m2 but much more frequently low-
light conditions. Overall, a signiﬁcant amount of energy is deliv-
ered at low irradiances: approximately 30% of annual electrical
energy is generated at irradiances below 250 W/m2 at this loca-
tion. Observed module temperatures vary between 5 1C and
65 1C, indicating the cool climate of the UK. The irradiance-
weighted module temperature varies, as shown in Fig. 3, between
15 1C and 35 1C, which is a rather narrow variation compared to
other climatic zones.
In the following, data concerning device performance is nor-
malised to the second year of their operation on the current PV
monitoring system. In the case of a-Si-1 this is after a low number
of months, but does not affect the results shown here: comparing
the performance of a-Si-1 and a-Si-2 shows similar trends over
several years and demonstrates consistent observations as have
been shown in e.g. [12] where similar samples were investigated.
Unless otherwise stated, the analysis is carried out in terms of
speciﬁc yield, as described in the introduction, and the perfor-
mance ratio, PR, which is deﬁned as the operating efﬁciency
divided by the STC efﬁciency. The STC efﬁciency has been deter-
mined using the data collected in operating months 7–18Monitoring Facility.
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he years of operation. The graph also demonstrates system uptime as well as the
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‘harmonised procedures’ were developed during the EU FP6
Programme PV Performance to reconcile the approaches taken
by different laboratories to a uniﬁed method of extracting key
performance parameters at STC-like conditions from long-term
outdoor data sets. The data in the current paper has been prepared
precisely following the European Harmonised Procedures protocol,
with very minor additional data ﬁltering accounting for local
system knowledge (e.g. snow on the irradiance sensor or mod-
ules). The normalisation to months 7–18 is carried out never-
theless as one of intentions of this paper is to show the importance
of long term behaviour of devices.4. Effects of the environment
The initial question is whether or not there are signiﬁcant
differences in how the environment affects device performance for
different technologies. The effects of irradiance and temperature
are typically seen as the main drivers, with spectral effects being
relevant for some wide band-gap materials such as amorphous
silicon and particularly for multi-junction devices. The effects of
environmental parameters are seen in the seasonal variation of the
performance ratio, as plotted in Fig. 4, taking 2009 as an example.
The technologies have distinct patterns in their seasonal beha-
viour. The c-Si device in this paper shows non-typical behaviour
with no speciﬁc dip for the summer months as demonstrated in e.
g. [30–32]. This is due to the irradiance-weighted average operat-
ing temperature not being signiﬁcantly elevated in Summer over
STC temperatures (around 30 1C, see Fig. 3), whereas in other
locations or years (e.g. 2010 in Fig. 3) the temperature is higher.
Thus, the relatively high temperature coefﬁcient of c-Si does not
affect the device performance as much as it would in other
locations. CIGS-1 has a very high performance in the months of
January and February in this particular year. This behaviour is
recurrent for all years but not in the same magnitude. It seems to
be a device speciﬁc feature and is investigated in more detail in
the following analysis. Investigating the short-circuit current, as
done in Section 4.2, strongly suggests that it is due to the spectrum
and the behaviour may be attributed to a strongly blue-absorbing
window layer and thus the device beneﬁts from a relative shift0.0
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Fig. 4. Monthly PR of the modules during operation for the ﬁrst full calendar year af
reference device, red colours indicate the a-Si devices and CIGS is annotated by green co
is referred to the web version of this article.)towards the red in Winter time. The device tends to work better in
low irradiance months and thus a reduction in operating efﬁciency
with Summer irradiance is also a contribution to the prominence
of these spikes. The effect was more pronounced in 2009 than in
other years, thus a number of effects seem to have coincided.
All amorphous silicon devices have a strong performance
maximum in June–July–August, and a distinct minimum in Decem-
ber. This is unlikely to be an effect of temperature, as the lowest
temperatures in Loughborough are typically in January and Feb-
ruary and the highest temperatures are in August. As shown in
Fig. 3, there is no signiﬁcant change in operating temperature
observable that would allow such a swing in performance. There is
an active, on-going debate regarding the drivers for these seasonal
improvements. The possible drivers are seasonal annealing (and
degradation in winter time) and changes in the spectrum. Both
effects will impact on the seasonal behaviour but their magnitude
will be site dependent with the overall effect being comparable in
most sites [33]. It will be shown in Section 4.2 that for the UK this
is most likely due to spectrum, with only small contributions that
could be attributed to annealing.
The other devices have a much more balanced behaviour in the
course of the year, where different performance effects appear to
balance.4.1. Irradiance and temperature
The effect of low irradiance depends largely on the shunt
resistance of the device and is a manufacturer-speciﬁc number.
The crystalline silicon module included in this test does not boast
an exceptionally high shunt resistance and thus low light beha-
viour is also not as good as in other devices of this type. However,
given that this is a relatively old device, purchased at some time in
2000, this may have been more common at that time. In the case
of thin ﬁlm devices, there are ways to deal with shunt resistance
and thus improve low light efﬁciency signiﬁcantly. Some amor-
phous silicon devices are ‘shunt busted’, where an electrical
current is pushed through the device to burn out all shunts in
the bulk of the material, which essentially isolates the areas
affected and increases shunt resistance.Jul
2009
Aug
2009
Sep
2009
Oct
2009
Nov
2009
Dec
2009
c-Si a-Si-1
a-Si-2 a-Si-3
CIGS-1 CIGS-2
ter initial degradation has been completed for all devices. Blue indicates the c-Si
lours. (For interpretation of the references to colour in this ﬁgure legend, the reader
R. Gottschalg et al. / Solar Energy Materials & Solar Cells 119 (2013) 169–180174The effects of temperature have some dependence on the
absorber as well as on the material quality. The effect of operating
temperature can be understood by separating the effects into
contributions in different device parameters:
Pmpp ¼ ISCVOCFF ð1Þ
where Pmpp is the maximum power point, ISC is the short circuit
current, VOC is the open circuit voltage and FF is the ﬁll factor of
the device. In the case of short-circuit current and FF there is only
a small variation with temperature for thin ﬁlm and crystalline
silicon devices, thus the majority of the temperature dependence
occurs in the voltage, which can be described through using the
open circuit voltage as derived from the one diode model. This is
given as
d
dT
VOC≈
d
dT
nVTln
ISC
I0
 
ð2Þ
where T is the device temperature, VT is the thermal voltage
described as kT/q by the Boltzmann constant k and elemental
charge q, I0 is the diode saturation current, and n is the ideality
factor. This simpliﬁcation overlooks the impact of varying values of
the parasitic resistances, which also may have signiﬁcant thermal
changes [34–36], and any thermal inﬂuence on the voltage
dependence of the photocurrent as exhibited e.g. by amorphous
silicon [37–39]. Taken in isolation, Eq. (2) seems to indicate that
the behaviour of the open circuit voltage is positive with tem-
perature, but it is in fact dominated by the temperature depen-
dence of the diode saturation current, which is given as
I0 ¼ BT γexp
EG
kT
 
ð3Þ
where B is an empirical factor which is temperature independent
and dominated by material quality, γ is an empirical factor
depending on the speciﬁc loss mechanism that is dominating in
the cell and EG is the band gap of the cell.
The impact of irradiance and temperature can be investigated
by binning the data according to these inﬂuences. The resulting
matrix can then be used for modelling the annual yield for
different technologies in various locations [16,40–42]. The key
uncertainties in this case become the normalisation to kWp and
the input irradiance [14].
To demonstrate the effects in device behaviour the outdoor
data for 2009 was binned according to irradiance and tempera-
ture, as shown in Fig. 5 for two contrasting examples.
The irradiance used was an effective irradiance calculated fromFig. 5. Isc-Tmod-PR graph for the devices CIGS-2 (left) and a-Si-2 (right). The CIGS-2 sam
and increasing irradiance, while the a-Si-2 sample exhibits a rather interesting increasethe ISC of the module in order to separate intensity from the effects
of spectrum and angle of incidence. This self-referencing approach
is very effective in case of single-junction devices but less so in the
case of the multi-junction devices, where the relationship
between ISC and irradiance is no longer linear (and changes
abruptly if the spectral conditions force a switchover in the
current-limiting sub-cell). The CIGS-2 sample is the sample with
the strongest irradiance dependence in the ﬁeld of the modules
tested here. It is a commercial module but has a rather ‘round’ I–V
characteristic. This strong irradiance behaviour essentially contra-
dicts the ‘common knowledge’ that thin ﬁlm devices have excel-
lent low light behaviour, as e.g. stated in [11]. The CIGS-1 sample
would in this plot look closer to the a-Si sample shown here
without the low light spike, again demonstrating that it is not
possible to generalise from one device to the entire material-
classes ﬁnal energy yield. CIGS-2 exhibits a slight decrease of
efﬁciency with increasing temperature and more so with decreas-
ing irradiance. The device has seen several years of outdoor
performance beforehand, and newer devices may have better
low light behaviour, but samples with similar behaviour are still
in the marketplace.
The amorphous silicon double-junction sample, on the other
hand, shows a signiﬁcant increase of efﬁciency towards very low
irradiances. This may not enormously affect the annual yield, as a
low proportion of annual irradiation is delivered at conditions
below 100 W/m2 irradiance. It has been shown elsewhere that this
low light behaviour is largely due to changes in the incident
spectrum [43], causing better current matching between the
junctions under higher diffuse fraction conditions which are more
likely at low irradiances.
It has already been shown in Fig. 1 that different effects will
impact with variable magnitude in different locations.
The matrices shown in Fig. 5 were extracted for all modules and
integrated with meteorological datasets generated using Meteo-
norm for the contrasting sites of Loughborough, UK (low irradia-
tion and low ambient temperature) and Seville, Spain (high
irradiance and temperature). Several simulations were carried
out for different materials, one with the efﬁciency always kept at
STC conditions (to normalise), one each with irradiance and
temperature being kept at STC conditions with the other para-
meter varying and ﬁnally, one full simulation. Simulations were
normalised to the STC simulation, i.e. the performance ratio
variation between the different simulations is plotted in Fig. 6.
It is noticeable that the PR for the majority of the devices is
higher in the UK than in Spain. This agrees with other reportedple demonstrates the expected increase of efﬁciency with decreasing temperature
in efﬁciency for low irradiances.
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effect in the different locations.
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Fig. 7. Calculated spectral effects for the devices under test. The graph compares the normalised ISC divided by the irradiance measured with the pyranometer.
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device, where the low irradiance behaviour seems to dominate the
annual PR. The temperature coefﬁcient of a-Si devices tends to be
smaller than that of CIGS and c-Si devices as a-Si has the highest
band gap and thus will be affected the least according to Eq. (3).
The extraction of the temperature coefﬁcient from outdoor data is
rather complicated and may even appear positive [6,44,45].
The temperature coefﬁcient of amorphous silicon devices
extracted from outdoor data is typically problematic as most
groups measuring outdoors report a positive coefﬁcient, e.g. [7],
which contradicts the negative temperature coefﬁcient reported in
indoor measurements. This occurs typically when long term
datasets are taken and the temperature coefﬁcients are extracted
from these. Short term measurement sub-sets tend to produce
negative temperature coefﬁcients. The difference is that long term
measurements are affected by seasonal spectral changes and thus
groups utilising spectral information for correction of even long
term measurements tend to still report negative temperature
coefﬁcients [46,47].
The complication of the temperature coefﬁcient of a-Si devices
makes the clear separation of these effects difﬁcult and spectraland seasonal annealing effects be convolved also with the tem-
perature effects. However, it shows that irradiance effect is not
predictable for material classes, which is due to the different
design options of thin ﬁlm devices discussed in Section 1.
The overall losses due to temperature and irradiance are, in
dependence of location, between 5% - 15%.4.2. Spectrum
It has been pointed out in the previous section that the
spectrum can have a signiﬁcant inﬂuence for amorphous silicon
devices. The behaviour of devices will depend on the band gap of
the absorber material and potentially on the window layer, where
this is present. It is apparent from Fig. 7 that there is only a small
spectral dependence for c-Si and CIGS devices. The absolute level
depends on the normalisation, but in terms of relative changes in
the generated short-circuit current, the effect accounts for about
73% for CIGS and c-Si and +10% to 20% for a-Si devices.
The overall impact on annual energy yield is slightly positive for
a-Si devices and virtually zero for the other technologies.
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Fig. 8. Spectral effects as demonstrated for two different devices. The graph presents the short circuit current divided by global irradiance and plots this against the clearness
index and AM.
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dependent. Higher AM, which goes together with higher latitudes,
result in redder spectra. Higher cloudiness results in bluer spectra.
The air mass tends to have a larger effect than the cloudiness.
It has been reported, however, that for sites such as Loughborough,
amorphous silicon modules gain about 4.5% annually in energy
production [45], while CIGS and c-Si do not gain signiﬁcantly.
However, seasonal variations, including the spectral impact, are
the main source of uncertainty when it comes to the modelling of
a-Si devices [14]. The inﬂuence of the spectral effects is shown in
Fig. 8 where the ratio of short circuit current over irradiance is
plotted. This should be a constant for linear devices where the
principle of superposition is applicable. Any deviations of this
should be a spectral effect. It is clearly seen that both air-mass and
clearness affect this ratio. Devices with different structures and/or
different materials are affected differently as shown in Fig. 8 for a
wide band gap a-Si device and a much narrower band gap material
of CIGS.5. Change of material parameters
There are several time-scales involved in performance varia-
tions of photovoltaic devices. In the short term, there is the direct
inﬂuence of the environment as discussed in Section 4. In the mid-
term there is the Staebler–Wronski effect for a-Si [48,49] or pre-
conditioning for CIGS, which affects the annual energy prediction
by less than 5% typically and are not further explored here.
The effect for CIGS is slightly contradictory as there is no clarity
of the time scales involved yet [4,50]. There are also long-term
gradual degradation effects which affect all device technologies
[51]. In many published discussions there are generalisations of
technologies. It is shown below that such a general behaviour was
not observed at CREST. The maximum power point data of all
devices within an irradiance range of 650–750 W/m2 have been
extracted and corrected to 700 W/m2 and 25 1C using bi-linear
interpolation. These power values are annotated as P700.
This particular irradiance level was chosen as there is a statistically
signiﬁcant number of data points in each month of the year and
thus fewer outliers to affect the analysis. The result is shown in
Fig. 9 (top graph). To contrast power and energy, the monthly
performance ratios are also plotted (bottom graph)Table 2.
It is visually apparent that the long term behaviour of P700 and
PR degradation are different. The initial year for the c-Si device
shows an unusually low performance, which is due to an early
problem with the monitoring system, rectiﬁed in February 2008.The effect of spectrum and annealing is clearly visible for the a-Si
devices, while the behaviour of CIGS and c-Si devices is less
affected by the seasons. It is also clear that within the device
categories some real differences exist. A linear line has been ﬁtted
through each of the curves and the percentage rate of change over
the long term has been calculated. The comparison of P700 and PR
degradation is given in Table 3.
The degradation of P700 is for most devices not so signiﬁcant,
most of the devices have not more than 0.65%/a degradation.
The only exceptions are a-Si-1 and CIGS-1. a-Si-1 was a new device
at the beginning of the study, so the degradation ﬁgure includes
the initial Staebler–Wronski degradation despite any precondition
being carried out. This means that the absolute degradation rate
might be marginally affected by the initial SWE and a slightly
lower rate might be observed over a longer period. The degrada-
tion of the devices is, however, higher than the rest as apparent
from Fig. 10. It should be noted, however, that the PR degradation
should be similarly affected but is even higher than the P700
degradation demonstrating the need for long-term energy yield
estimation.
CIGS-1 on the other hand is one of the oldest devices and
exhibits unexpected over-performance in January/February which
will affect the degradation to a small extent. It should be noted,
however, that CIGS-1 is not representative for CIGS technologies in
general as CIGS-2 behaves more stably, even if the overall
performance ratio appears to be rather low. This is a feature of
this particular device as it has an unusual low light behaviour
(Fig. 5), which is the main contributor to the annual environmental
losses (Fig. 6). This difference in behaviour conﬁrms the earlier
point that the degrees of freedom in the design of thin ﬁlm devices
result in very different energy delivery of devices of the same
technology.
The behaviour of the different a-Si devices is also well within
typical warranty limits. There is however for most devices a trend
that the PR degrades more than the power, which indicates that
the energy yield is affected more than would be expected from a
simple consideration of Pmpp degradation at STC or high irra-
diances, e.g. P700.
The changes reported above depend strongly on the accuracy of
the extraction of the parameters. An analysis of this is shown in
Fig. 10, where the distribution of the annual P700 rating is shown.
This power distribution analysis, i.e. probability density function
(PDF) approach is further discussed in [52,53] and can be used for
analysing the performance of outdoor modules. The shape, math-
ematical mean and deviation of the distributions give indications
of any changes of devices as well as a clear indication of the quality
Table 2
Summary of the devices discussed in this paper, with a poly-crystalline silicon
device (c-Si), amorphous silicon single-, double- and triple-junction devices (a-Si-1,
a-Si-2, a-Si-3) and Copper Indium Gallium Diselenide (CIGS-1, -2) devices.
Abbreviation Material STC
(Pmpp)
[W]
STC
(Isc)
[A]
STC
(Voc)
[V]
Installation
COMS-3
First
installation
c-Si p-Si 38.59 2.40 21.70 Apr-07 Aug-04
a-Si-1 a-Si SJ 4.65 0.26 39.31 Aug-08 Aug-08
a-Si-2 a-Si DJ 2.20 0.16 23.38 May-07 Jul-04
a-Si-3 a-Si TJ 30.44 2.34 22.76 Jun-07 Aug-04
CIGS-1 CIGS 3.77 0.36 23.09 May-07 Jul-04
CIGS-2 CIGS 13.80 0.51 44.46 Jun-07 Aug-05
Table 3
Summary of extracted degradation rates of P700 and PR from outdoor data.
Device Average annual degradation
rate in power at P700 [%]
Average annual degradation rate in
Performance Ratio (PR) [%]
c-Si 0.24 0.09
a-Si-1 1.01 1.26
a-Si-2 0.38 0.87
a-Si-3 0.65 0.15
CIGS-1 1.78 2.74
CIGS-2 0.23 0.42
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Fig. 9. Long term variation of the seasonally extracted power at 700 W/m2 (P700, top graph) and performance ratio (bottom graph) for the different devices. The P700 has been
chosen as a value that is seen every month. Performance ratio has been normalised to the original measurements of the devices.
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of the PDF if the extraction is carried out reliably. A widening of
the PDF indicates that devices become more susceptible to
changes in the environmental conditions and measurement uncer-
tainties or changes between detector-response and that of thedevice become increasingly signiﬁcant. The distributions obtained
for the different modules and using entire years for the extraction
of P700 are shown in Fig. 10. The distribution obtained for the
crystalline device is much narrower than those of the thin ﬁlm
devices. This depends partially on the measurement of the
irradiance: the reference sensor is a pyranometer (which has a
slower response than the samples and is spectrally less selective
with different angle of incidence effects). The distributions of the
Fig. 10. Changes in the distribution of the power value with time as interpolated to 700 W/m2 and 25 1C as described in the text. There is a variation between devices in the
same technology group, but the general trend is that the distributions widen with longer exposure time. Value here are normalised to the initial values (in contrast to the rest
of the paper).
R. Gottschalg et al. / Solar Energy Materials & Solar Cells 119 (2013) 169–180178CIGS devices are on an average narrower than those of the a-Si
devices but still wider than c-Si, which would also be largely due
to the mismatch to the detectors. This gives a ranking in the ease
of the characterisation of the devices. The width of the distribu-
tions in the a-Si case is determined by the magnitude of seasonal
material changes and the change in the spectral match. a-Si multi-
junction devices have the widest of all distributions.
Device PDFs tend to be more variable with increasing age. The
oldest device, a-Si-2, has by far the widest distribution. This seems
to be indicating that especially in the case of a-Si, there is an
increasing inﬂuence of seasonal material changes affecting device
performance, i.e. the magnitude of the performance swing due to
seasonal annealing and degradation is increasing and the match-
ing of the junctions might be closer, thus the changes affect the
short circuit current more. The extremely wide distributions of the
multi-junction devices are due to different junction matching in
the wide spectral ranges observed at Loughborough [54].
The ageing of devices affects the energy yield signiﬁcantly.
Assuming that the degradation rate is maintained at the given rate,
the overall power degradation of the devices with the minimum/
maximum degradation over a 20-year module lifetime is 3%/35%
respectively. The losses in annual energy generation are even
higher for the majority of devices, leading to difference between
the lifetime speciﬁc energy yield of different devices as much as
25%, assuming 25 year warranties, the current standard. In terms
of the impact on energy yield, long-term degradation appears to
dominate all other inﬂuences.6. Conclusions
The energy generation of a number of different photovoltaic
materials has been reviewed based on long term measurements
carried out at CREST. Six modules are reviewed. It is demonstrated
that it is not realistic to make global statements for speciﬁc
technologies as different devices tend to have different behaviours
in terms of response to the environment as well as in terms of
energy delivery and stability.
It is shown that the effect of irradiance on device performance
is largely due to device design, while the temperature and spectralresponse are dominated by the band gap and material quality of
the absorber layer. It is shown that the different environmental
effects do not contribute more than 15% losses to the annual yield
even in different locations. The precise allocation of effects varies
in different climates, with maritime climates at mid- to high-
latitude such as the UK having high performance ratios.
It is demonstrated that when the energy yield of a module
should be investigated either through modelling or through
measurements, the long term behaviour can have a much more
signiﬁcant inﬂuence on the device productivity than the effect of
the environment. A variation of 25% in life-time energy yield
variations is possible. Currently much less is known about the
impact of the environment on ageing than directly on the
instantaneous performance. In terms of bankability of the mod-
ules, this appears to be a dangerous oversight as this may have a
much higher effect on the proﬁtability of a system than, for
example, the response to operating temperature.
It is shown that as soon as more than a single module is to be
considered, one needs to include the measurement accuracy of the
device characterisation into consideration to assure that any inter-
comparisons result in reliable and useful numbers. It is also argued
that sub-percentage deviations in the energy yield are not mean-
ingful in the context of this uncertainty. In the case of inter-
comparisons the magnitude of uncertainty hidden in the module
measurement is larger than any single environmental effect.Acknowledgements
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